Aquamic Inverted Micro Sprinkler

AQ-210

Features

Single swivel for all nozzle combination.

Unique design of swivel for excellent water distribution uniformity.
Bayonet connection.

Color coded nozzles for easy identification of flow rates.

Made of high quality materials for long term field operations.
Recommended spacing upto 6m.

Leakage prevention device (LPD) to stop drops in ideal condition.
Available tubes : 4/7 mm PE/PVC.

Applications

e Irrigation of plants in shade, nurseries & greenhouses.
¢ Cooling of poultry and life stock.

Technical Data

e Working Pressure range : 1.5 - 3.0 bar.

e Flow rates: 44 - 318 1/h.

e Wetted diameter: up to 12.5 mtr.

e Filtration requirements : 130microns (120 mesh)

Performance Table AQ-210 Inverted Rotor Grey At 2.0 Bar
Nozzle Nozzle Flow Wetted Precipitation rate (mm/hr.)
Colour Size Rate |Diameter spacing (m)
(mm) (I/h) (m)

Purple 1 52 9.0
Orange 1.2 76 9.0

Blue 1.4 102 10.0
Yellow 1.6 130 10.5

Green 1.8 162 11.5
White 2 198 11.5
Brown 2.3 260 12.5

Tested under laboratory conditions at 2.0 m above ground
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Colour codes of distribution uniformity
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